
Front Filter Doors

Protect Your High Quality Finishes  Add filter doors to the 
front of your booth to ensure the highest quality finishes for your 
products.  All filter doors include high efficiency 20” X 25” X 2” 
air supply filters, door jambs, and hardware.  (Side access doors 
may be required on totally enclosed booths).

Sturdy Door Construction  Structural tube frame, continu-
ously welded for strength, corrosion protection, leak-proof wiper 
seal at base, and heavy duty safety latches.  All access doors 
include a 18” X 36” observation window.

Exhaust System Precaution-Filter doors add approximately .25” static 
pressure to the exhaust system requiring that the rating of the fan match 
the static pressure; consult your Spray Systems Advisor. 

FRONT FILTER DOORS

Part Number 20-3000-00

Height
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Size
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Qty.

8
12
16
18
18
22
24
24
30
36

16
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Maximum
C.F.M.

  5600
  8400
11200
12600
12600
15400
16800
16800
21000
25200

11200
14000
16800
16800
22400
22400
22400
28000
33600

14000
16800
21000
21000
28000
28000
28000
35000
35000

        Shipping
        Weight

315
445
503
570
605
665
710
745
825
870

525
595
675
715
785
835
925
985

1035
 

600
670
765
825
910
980

1000
1130
1200

       Individual 
       Door Width

 
4’-6” x 7’-8”
3’-8” x 7’-8”
4’-8” x 7’-8”
5’-6” x 7’-8”
5’-6” x 7’-8”
5’-6” x 7’-8”
7’-0” x 7’-8”
7’-0” x 7’-8”

8’-10” x 7’-8”
8’-10” x 7’-8”

3’-8” x 9’-8”
4’-8” x 9’-8”
5’-6” x 9’-8”
5’-6” x 9’-8”
5’-6” x 9’-8”
7’-2” x 9’-8”
7’-2” x 9’-8”

8’-10” x 9’-8”
8’-10” x 9’-8”

3’-8” x 11’-8”
4’-8” x 11’-8”
5’-6” x 11’-8”
5’-6” x 11’-8”
5’-6” x 11’-8”
7’-2” x 11’-8”
7’-2” x 11’-8”

8’-10” x 11’-8”
8’-10” x 11’-8”

Door Opening Filters
        Width

4’-3”
7’-2”
9’-2”

10’-10”
10’-10”
10’-10”
13’-10”
13’-10”

17’-6”
17’-6”

7’-2”
9’-2”

10’-10”
10’-10”
10’-10”

14’-2”
14’-2”
17’-6”
17’-6”

7’-2”
9’-2”

10’-10”
10’-10”
10’-10”

14’-2”
14’-2”
17’-6”
17’-6”

Booth
Size

I-585
I-887
I-1087
I-1287
I-1487
I-1687
I-1887
I-2087
I-2287
I-2487
 
I-8107
I-10107
I-12107
I-14107
I-16107
I-18107
I-20107
I-22107
I-24107
 
I-8127
I-10127
I-12127
I-14127
I-16127
I-18127
I-20127
I-22127
I-24127

Model
Number

20-1000-08
20-1001-08
20-1002-08
20-1003-08
20-1004-08
20-1005-08
20-1006-08
20-1007-08
20-1008-08
20-1009-08

20-1001-10
20-1002-10
20-1003-10
20-1004-10
20-1005-10
20-1006-10
20-1007-10
20-1008-10
20-1009-10

20-1001-12
20-1002-12
20-1003-12
20-1004-12
20-1005-12
20-1006-12
20-1007-12
20-1008-12
20-1009-12


